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.35 REMINGTON

Introduced by Rem-
ington in 1906 for the
Model 8 semi-automatic
rifle, the .35 Remington is
still going strong today in
Marlin’s Model 336 lever
action rifle.

The .35 Remington has
proven itself over the years to be a reliable, short-range cartridge for deer and black bear with
the 200 grain bullet. Rifles chambered for the .35 Remington have moderate recoil and
generally exhibit good accuracy. The rifling twist of the .35 Remington also lends itself to good
cast bullet accuracy.

The SAAMI Maximum Average Pressure for the .35 Remington is 33,500 P.S.I.

.35 REMINGTON

Gun DOUGLAS Max Length 1.920"
Barrel Length 24" Trim Length 1.900"
Primer CCI 200 OAL Max 2.525"
Case REM OAL Min 2.460"

START LOADS MAXIMUM LOADS Cartridge
Bullet Powder Grains Vel. Powder Grains Vel. P.S.I. Length Comment

200 (L) FNGC 5744 20.7 1546 5744 23.0 1757 27,600 2.410" RCBS 35-200FN
2015 29.3 1705 2015 32.5 1938 30,800
2230 29.3 1680 2230 32.5 1909 29,700
2460 30.6 1726 2460 34.0 1961 30,300
2495 36.0 1769 2495 40.0 2010 24,000 Compressed
2520 34.2 1834 2520 38.0 2084 30,900

SPR 180 FN 5744 22.5 1664 5774 25.0 1891 32,700 2.465"
2015 32.4 1847 2015 36.0 2099 27,800
2230 32.9 1814 2230 36.5 2061 28,900
2460 33.3 1838 2460 37.0 2089 28,300
2495 36.9 1866 2495 41.0 2121 30,000 Compressed
2520 35.1 1867 2520 39.0 2122 27,100

SRA 200 RN 5744 21.6 1563 5744 24.0 1777 29,800 2.470"
2015 31.5 1806 2015 35.0 2052 31,000
2230 31.5 1744 2230 35.0 1982 30,900
2460 33.3 1785 2460 37.0 2028 27,200
2495 36.0 1784 2495 40.0 2027 25,500 Compressed
2520 35.1 1822 2520 39.0 2071 27,800

.460
11.68mm

.458
11.63mm

23° 25'

.384
9.75

.405
10.29mm

.337

8.56mm
1.539 (39.09mm)

1.920 (48.77mm)

2.525 (64.14mm)

.387
9.83

.358
9.118mm

START LOADS MAXIMUM LOADS Cartridge
Bullet Powder Grains Vel. Powder Grains Vel. P.S.I. Length Comment


